GRAPHIC LITHOLOG OF THE
JODHPUR-SATAPAR BLOCK, DEVBHUMI DWARKA N-21°58'25.60"

BH ID :J S- 1 E-69°16'37.80"

RL (m)-29

From Litholog To Lab Ref. No. Si0, ALO; Fe,0; TiO, CaO MgO Na,0 K,0 SO, LOI

05 Lithological Index

1

2 C/S/23-24/1897 935 5.02 3.19 036 4384 091 0.19 0.62 0.07 0.769

Clay

Laterite

Limestone (Blendable Grade)
Cement Grade Limestone
Marl

- T

6 C/S/23-24/1898 7.38 3.48 5.74 035 4442 0.62 0.09 0.26 0 0.851

7 C/S/23-24/1899 19.26 8.49 10.66 0.76 30.36 1.15 0 0.75 0.06 0.714

7 8 C/S/23-24/1900 31.77 13.22 11.27 1.1 18.86 1.32 023 1.3 0 0.727

.o 9 C/S/23-24/1901 22.52 9.34 12.13 0.84 26.64 1.26 0.22 1.08 0.08 0.8

9 10 C/S/23-24/1902 46.94 19.38 15.27 1.81 268 15 038 1.61 011 0.741
10

10 11 C/S/23-24/1903 45.71 18.35 15.68 1.69 429 149 0 1.65 0 0.8
11

11 12 C/S/23-24/1904 42.82 17.5 11.98 1.51 792 1.52 044 2.02 1.09 0.769
12

12 13 C/S/23-24/1905 45.4 1894 1235 1.53 3.84 153 044 2.18 2.76 0.69
13

13 14 C/S/23-24/1906 49.42 19.22 11.57 1.19 254 143 049 244 234 0.69
14

14 15 C/S/23-24/1907 40.7 19.02 15.57 1.19 492 148 0.54 229 4.09 0.769
15
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GRAPHIC LITHOLOG OF THE
JODHPUR-SATAPAR BLOCK, DEVBHUMI DWARKA

BH ID:JS-10

N-21°57'08.90"
E-69°17'32.90"

From Litholog To Lab Ref. No. SiO; ALO; Fe,0, TiO, CaO MgO Na,0 K,0 SO, LOI RL (m)-22
[ 0 0.5 . .
— Lithological Index
L 1. C/S/23-24/1839 19.6 1593 6.38 0.74 20.86 0.22 0 021 013 087
— 1
— Soil
I 1 2 C/S/23-24/1840 1349 6.45 693 0.63 3878 0.68 022 042 0.08 0.93 Bl Sludge
-, [] cray
— E%Ei Laterite
I 2 3 C/S/23-24/1841 11.51 5.63 855 0.51 3837 0.71 02 047 008 08 [ ] Limestone (Blendable Grade)
I 3 E Cement Grade Limestone
— E Marl
— 3 4 C/S/23-24/1842 30.01 12.75 9.03 1.03 1325 1.2 046 137 01  0.741
— 4
— 4 5 C/S/23-24/1843 38.1 17.94 11.67 152 1292 1.7 068 188 0 0.8
— 5
— 5 6 C/S/23-24/1844 50.81 20.01 13.64 1.63 222 157 086 196 032 0.952
— 6
— 6 7 C/S/23-24/1845 56.51 18.95 106 159 1.03 136 075 195 02 0833
— 7
— 7 8 C/S/23-24/1846 53.98 20.03 1026 1.59 135 132 088 1.86 139 0.833
— 8
— 8 9 C/S/23-24/1847 53.33 18.18 11.84 143 145 125 084 1.87 2.18 0.784
— 9
— 9 10 C/S/23-24/1848 51.86 2026 8.64 148 1.7 126 091 2.05 279 0.784
— 10
— 10 11 C/S/23-24/1849 54.55 20.44 7.04 156 125 138 094 1.94 235 0.833
— 11
— 1 12 C/8/23-24/1850 52.41 22.13 6.64 1.68 121 1.4 1.1 196 211 0741
— 12
— 12 13 C/8/23-24/1851 41.23 1891 891 137 986 121 094 1.64 211 0.833
— 13
— 13 14 C/8/23-24/1852 15.76 6.42 3.89 0.63 39.65 1.01 0 0.9 0 0.678
— 14
— 14 15 C/S/23-24/1853 14.13 599 421 049 39.38 0.99 0.5 086 024  0.69
— 15
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BH ID:JS-11

GRAPHIC LITHOLOG OF THE
JODHPUR-SATAPAR BLOCK, DEVBHUMI DWARKA

N-21°57'08.90"
E-69°18'00.80"

From Litholog To Lab Ref. No. SiO; ALO; Fe,0, TiO, CaO MgO Na,0 K,0 SO, LOI RL (m)'35
[ 0 0.5 . .
— Lithological Index
L 1
— 1
— 15 Soil
B 1.78 E Sludge
— [] cray

2 .
— 2.77C/S/23-24/1854 7.63 3.61 7.11 031 43.04 053  0.08 024 0.06 0851 B2 Laterite
L |:| Limestone (Blendable Grade)
I 3 3 E Cement Grade Limestone
— E Marl
— 3 4 C/S/23-24/1855 50.54 17.43 12.11 1.63 571 1.2 031 158 013  0.87
— 4
— 4 5 C/S/23-24/1856 43.81 20.88 18 225 248 132 034 1.84 0.11 0.769
— 5
— 5 6 C/S/23-24/1857 49.63 20.73 139 1.75 148 1.14 029 133 028 0.8
— 6
— 6 7 C/S/23-24/1858 52.24 2243 9.67 1.84 127 12 027 159 025 0.741
— 7
— 7 8 C/S/23-24/1859 53.7 20.06 895 1.87 2.05 1.4 0 194 114 0.755
— 8
— 8 9 C/S/23-24/1860 54.34 2139 7.76 1.92 137 131 035 19 086 0.769
— 9
— 9 10 C/S/23-24/1861 51.21 2129 9.87 1.72 135 132 044 196 129 0.769
— 10
— 10 11 C/S/23-24/1862 48.04 2033 928 1.61 4.84 1.38 0 215 086 0.741
— 11
— 1 12 C/S/23-24/1863 48.19 1882 945 136 538 1.82 051 348 0.13 0.714
— 12
— 12 13 C/S/23-24/1864 32.45 142 727 1.04 1855 142 036 2 023  0.69
— 13 500 00
L 13 14 C/8/23-24/1865 33.03 1238 7.09 0.99 2083 1.6 038 238 0.1  0.667
L 14 L e 9
— 14 15 C/8/23-24/1866 1519 6.83 6.69 0.55 3631 1.34 0 093 011 0.667
— 15
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BH 1D:JS-2

GRAPHIC LITHOLOG OF THE
JODHPUR-SATAPAR BLOCK, DEVBHUMI DWARKA

N-21°58'00.60"
E-69°16'37.50"

From Litholog To Lab Ref. No. SiO: ALO; Fe,0; TiO, Ca0 MgO Na,0 K,0 SO, LOI RL (m)-28
L0 03
— Lithological Index
- 1 C/S/23-24/1908 6.01 27 519 03 4596 0.56  0.09 025 007 087
I
— Soil
— 2 C/S/23-24/1909 551 396 523 031 455 058 0.0 028 0.07 087 BBl Sludge
[ 2 D Clay
— 2.26 @ Laterite
— 3 C/S/23-24/1910 594 352 567 029 4456 053 0.0 0.9 0.05  0.851 %Lime“"“e (Blendable Grade)
[ Cement Grade Limestone
3
— E Marl
[ 4
4
L 44C/S/2324/1911 1282 522 6.67 0.61 4084 065 013 05 007 087
[ 4.5
— 4.5 5
L s
— 5 6 C/S/23-24/1912 4231 1608 1676 147 829 143 0 151 029 08
6
— 6 7 C/S/23-24/1913 5218 1879 1534 1.8 131 141 034 183 009 0.833
I
— 7 8 C/S/23-24/1914 4828 18.15 191 172 15 135 032 139 01  0.909
8
— 8 9 C/S/23-24/1915 46.63 16.62 1896 1.66 33 135 037 171 0.1 0833
9
— 9 10 C/S/23-24/1916 37.88 167 2722 086 254 14 04 178 0.9 0769
10
— 10 11C/S/23-24/1917 534 2261 802 141 131 118 037 302 0  0.645
I
— " 12 C/S/23-24/1918 55.97 20.99 825 146 078 112 043 282 0.09  0.625
- 12
— 12 13 C/S/23-24/1919 3952 1691 1048 1.1 1239 1.08 034 1.8 044 0714
13
— 14C/S/23-24/1920 24.1 1086 7.63 0.79 2834 087 025 118 0.14  0.741
14
— 15C/S/23-24/1921 1175 533 323 041 4239 064 013 065 0 0714
15
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GRAPHIC LITHOLOG OF THE
JODHPUR-SATAPAR BLOCK, DEVBHUMI DWARKA

BH ID:JS-3

N-21°58'01.00"

E-69°17'05.00"

From Litholog To Lab Ref. No. SiO; ALO; Fe,0, TiO, CaO MgO Na,0 K,0 SO, LOI RL (m)-25
L0 0.26
— Lithological Index
— 1 C/S/23-24/1867 9 493 541 041 4059 0.76 0.19 044 0.07 0.8
— 1
— Soil
[ 2 C/S/23-24/1868 9.74 5.22 5.02 042 42.03 0.84 0.26 045 0.05 0.8 E Sludge
[ 2 D Clay
— @ Laterite
[ 3 C/S/23-24/1869 13.5 6.16 5.85 057 42.14 0.89 0.31 0.6 0 0.87 |:| Limestone (Blendable Grade)
I 3 E Cement Grade Limestone
— E Marl
[ 3 4 C/S/23-24/1870 53.13 14.64 9.41 1.68 8.57 1.28 0.7 1.58 0.1 0.889
— 4
[ 4 5 C/S/23-24/1871 52.6 15.57 8.75 1.61 853 1.36 0.88 1.65 0.12 0.909
— 5
[ 5 6 C/S/23-24/1872 55.87 17.85 11.33 1.73 225 137 085 1.8 0.14 0.889
— 6
[ 6 7 C/S/23-24/1873 56.76 18.19 10.89 1.63 215 139 0.99 1.9 0 0.909
— 7
[ 7 8 C/S/23-24/1874 52.78 19.85 10.56 1.82 2.93 14 1.09 188 0.21 0.8
— 8
[ 8 [l 9 C/S/23-24/1875 55.33 2035 9.92 1.86 145 141 1.09 1.96 0 0.833
— 9 550 500
[ 9 .z S| 10C/S/23-24/1876 2645 1043 4.6 0.81 28.04 1.11 0.71 1.4 0 0.667
S T PRy
L 10 : 11 C/S/23-24/1877 29.03 10.85 5.57 0.82 2623 14 0.73 1.65 0.15 0.69
— 11
[ 11 o 12 C/S/23-24/1878 33.77 13.2 8.3 1 20.97 1.28 0.76 1.75 0.18 0.702
[ 12 13 C/S/23-24/1879 35.79 14.38 7.35 1.05 17.57 1.26 0.8 196 0.28 0.678
— 13
[ 13 14 C/S/23-24/1880 49.85 23.01 10.39 1.44 153 127 1.04 284 0.2 0.678
— 14
[ 14 15 C/S/23-24/1881 50.01 24.06 9.58 1.3 1 1.2 094 3.09 0.19 0.727
— 15
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GRAPHIC LITHOLOG OF THE

JODHPUR-SATAPAR BLOCK, DEVBHUMI DWARKA

BH 1D:J5S-4

N-21°58'00.9"
E-69°17'33.10"

From Litholog To Lab Ref. No. SiO: ALO; Fe,0; TiO, Ca0 MgO Na,0 K,0 SO, LOI RL (m)-32
| 0 > 024
— Lithological Index
— 1 C/S/23-24/1882 8.64 4.87 5.03 034 42.03 0.63 0.17 0.38 0.08 0.851
— 1
— Soil
[ 1 2 C/S/23-24/1883 9.41 5.73 819 048 3931 0.78 0.22 032 0.09 0.889 E Sludge
[ 2 D Clay
— @ Laterite
[ 2 3 C/S/23-24/1884 1145 542 824 05 39.04 0.72 0.14 037 0.05 0.952 |:| Limestone (Blendable Grade)
I 3 @ Cement Grade Limestone
— E Marl
[ 3 4 C/S/23-24/1885 47.54 20.03 14.25 1.93 3.09 1.55 046 1.63 0.04 0.714
— 4
[ 4 5 C/S/23-24/1886 51.15 20.05 13.94 2.17 1.1 1.48 0.5 1.52  0.06 0.87
— 5
[ 5 6 C/S/23-24/1887 51.65 19.7 128 1.7 1.81 1.67 055 1.84 0.07 0.833
— 6
[ 6 7 C/S/23-24/1888 44.41 19.01 15.72 1.44 3.69 1.63 0.67 1.72 0.76 0.87
— 7
[ 7 8 C/S/23-24/1889 43.35 1831 16.5 1.48 418 1.59 0.7 1.72 119 0.755
— 8
[ 8 9 C/S/23-24/1890 33.82 14.14 33.69 1.08 1.29 1.46 0.64 137 153 0.769
— 9
[ 9 10 C/S/23-24/1891 35.46 14.78 33.57 0.82 0.6 1.37 054 1.71 0.69 0.755
— 10
[ 10 11 C/S/23-24/1892 35.33 13.99 32.29 0.88 275 1.52 052 1.76 029 0.727
[ 11 .z o 12C/8/23-24/1893 28.86 11.47 1229 0.8 20.38 1.43 043 156 0.21 0.678
— 12 I
[ 12 13 C/S/23-24/1894 39.37 16.14 20.38 1.41 6.39 148 0.44 1.66 0.31 0.741
— 13
[ 13 14 C/S/23-24/1895 33.9 12.18 10.08 0.99 18.71 1.46 0.39 1.78 0.17 0.69
— 14
[ 14 15 C/S/23-24/1896 34.01 12.47 8.87 1 19.58 1.41 044 1.88 0.14 0.69
— 15
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GRAPHIC LITHOLOG OF THE
JODHPUR-SATAPAR BLOCK, DEVBHUMI DWARKA

BH ID:JS-5

N-21°58'01.00"
E-69°18'01.00"

From Litholog To Lab Ref. No. SiO; ALO; Fe,0, TiO, CaO MgO Na,0 K,0 SO, LOI RL (m)-32
[ 0 0 0.5 . .
— Lithological Index
[ 1 0.5 1.25C/S/23-24/1934 10.53 5.24 8.6 046 39.83 0.7 0 044 0.12 0.833
— Soil
— 1.25 2 C/S/23-24/1935 189 851 799 0.88 3553 0.95 0.24 0.83 0.19 0.769 E Sludge
[ D Clay
— 2
— @ Laterite
[ 2 3 C/S/23-24/1936 41.86 16.72 13.99 1.62 944 143 0 1.6 0.1 0.769 |:| Limestone (Blendable Grade)
I 3 E Cement Grade Limestone
— E Marl
[ 3 4 C/S/23-24/1937 46.89 16.6 14.64 1.49 6.01 1.55 0.49 1.8 0.11 0.741
— 4
[ 4 5 C/S/23-24/1938 58 17.9 10.78 1.42 1.06 1.42 0 2.04 0.1 0.816
— 5
[ 5 6 C/S/23-24/1939 54.05 184 11.92 1.51 226 1.44 0.47 1.96 0 0.784
— 6
[ 6 [l 7 C/S/23-24/1940 46.76 22.55 14.11 1.84 1.04 1.53 055 199 038 0.727
— 7
[ 7 8 C/S/23-24/1941 50.89 20.13 11.93 1.68 1.27 1.42 0.5 1.86 0.62 0.714
— 8
[ 8 9 C/S/23-24/1942 50.34 20.55 12.86 1.52 1.25 1.34 0.5 1.87 048 0.755
— 9
[ 9 10 C/S/23-24/1943 38.07 16.12 28.24 0.89 112 1.39 0.53 1.54 0.81 0.755
— 10
[ 10 11 C/S/23-24/1944 51.29 19.89 8.94 1.23 234 1.28 048 254 292 0.714
— 11
[ 11 12 C/S/23-24/1945 50.69 19.14 9.68 1.28 2.62 1.2 046 248 3.08 0.678
— 12
[ 12 Rl 13 C/S/23-24/1946 55.92 20.12 84 142 1.49 1.09 0.51 2.84 0 0.656
— 13 R
[ 13 .z o 14C/S/23-24/1947 2699 1051 5.68 0.92 2731 0.98 0.35 1.5 1.28  0.635
N A
L 14 : 15 C/S/23-24/1948 23.52 9.23 493 0.77 3121 0.97 033 131 154 0.635
— 15 oo e
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BH ID:JS-6

GRAPHIC LITHOLOG OF THE
JODHPUR-SATAPAR BLOCK, DEVBHUMI DWARKA

N-21°57'34.40"
E-69°16'38.50"

From Litholog To Lab Ref. No. SiO: ALO; Fe,0; TiO, Ca0 MgO Na,0 K,0 SO, LOI RL (m)-42
[0 0.22
— Lithological Index
— 1 C/S/23-24/1922 7.79 444 571 033 4385 0.77 0.15 045 0 0.833
— 1
— Soil
L 1.69C/S/23-24/1923 9.34 484 3.81 037 4391 0.89 0.1 0.66 0.06 0.769 "
| E Sludge
[ 2 D Clay
— 2
— 2.28 EZ] Laterite
L 2.78C/S/23-24/1924 573 3.29 3.27 025 4745 0.71 0.05 0.39 0.05 0.87 D Limestone (Blendable Grade)
I 3 3 @ Cement Grade Limestone
— E Marl
| 4
— 4
| 5
— 5
: 5.5
T : 5.84

6 5.84 6
L 6 7 C/S/23-24/1925 45.59 16.37 11.94 1.74 9.55 1.38 0.4 1.74  0.08 0.8
— 7
[ 7 8 C/S/23-24/1926 49.86 19.35 15.25 1.74 148 1.41 0.4 193 0.09 0.769
— 8
[ 8 9 C/S/23-24/1927 50.21 19.92 12.19 1.63 1.86 1.29 0.55 2.03 1.64 0.8
— 9
[ 9 10 C/S/23-24/1928 54.62 20.13 9.31 1.64 1.5 1.38 0.38 2.21 0.2 0.69
— 10
[ 10 11 C/S/23-24/1929 54.96 20.46 9.39 1.65 0.82 1.35 041 242 0.11 0.667
— 11
[ 11 12 C/S/23-24/1930 52.6 19.99 8.47 149 238 147 0.52 223 0.73 0.69
— 12
[ 12 13 C/S/23-24/1931 40.18 17.2 15.29 1.46 8.53 1.24 042 1.74 025 0.714
— 13
[ 13 14 C/S/23-24/1932 16.63 7.51 3.28 0.54 37.6 0.82 0.21 0.9 0.1 0.69
[ 14 o 15C/8/23-24/1933 29.05 1237 6.71 0.92 2377 1.44 029 1.84 0.12 0.645

15 _—

Borehole Closed at (m)-15
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GRAPHIC LITHOLOG OF THE
JODHPUR-SATAPAR BLOCK, DEVBHUMI DWARKA

BH ID:JS-7

N-21°57'35.10"
E-69°17'04.90"

From Litholog To Lab Ref. No. SiO; ALO; Fe,0, TiO, CaO MgO Na,0 K,0 SO, LOI RL (m)'28
[ 0 0.22
L 05 Lithological Index
- 1 C/S/23-24/1964 13.37 5.79 823 054 36.67 1.43 0.29 0.68 0.12 0.8
1 s Soil
L E Sludge
— s L5 2 C/S/23-24/1965 10.76 5.24 8.86 0.41 3846 0.78 0.17 041 0.07 0.833 D Clay
— @ Laterite
[ 2 3 C/S/23-24/1966 54.28 17.38 11.72 1.85 2.8 1.46 047 1.89 0.16 0.8 |:| Limestone (Blendable Grade)
I 3 E Cement Grade Limestone
— E Marl
[ 3 4 C/S/23-24/1967 52.58 19.38 10.65 1.84 241 141 0.5 191 0.19 0.8
— 4
[ 4 5 C/S/23-24/1968 51.98 19.24 12.67 1.7 1.26 1.32 0.58 1.81 0.61 0.8
- 5
[ 5 6 C/S/23-24/1969 43.85 17.48 21.8 1.41 1.32  1.34 059 153 057 0.784
- 6
[ 6 7 C/S/23-24/1970 49.72 21.94 12.56 1.87 1.19 151 0.54 213 0.17 0.769
- 7
[ 7 8 C/S/23-24/1971 52.69 22.61 6.74 1.32 0.82 1.15 0.54 2.88 033 0.667
- 8
[ 8 9 C/S/23-24/1972 52.74 21.55 9.56 1.35 1.03 1.19 0.6 247 0.14 0.678
- 9
[ 9 10 C/S/23-24/1973 35.81 16.39 7.64 1.06 16.12 1.36 0.51 225 0.13 0.656
- 10
[ 10 11 C/S/23-24/1974 50.21 21.32 11.76 1.28 1.29 1.34 0.57 2.18 0 0.678
- 11
[ 11 12 C/S/23-24/1975 44.35 19.16 7.21 1.17 947 1.22 0.5 233 045 0.727
— 12 e
L 12 13 C/S/23-24/1976 18.99 8.81 3.29 0.57 3345 0.99 0.62 1.03 0.16 0.678
3 ..°
L 13 '..:'. . " 14 C/S/23-24/1977 22.37 9.25 6.87 0.74 28.51 2.46 057 135 0.16 0.606
e [: N :.
L 14 15 C/S/23-24/1978 27.51 1149 7.99 0.92 23.1 24 058 1.72 0.15 0.606
— 15 L. '..' e
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GRAPHIC LITHOLOG OF THE
JODHPUR-SATAPAR BLOCK, DEVBHUMI DWARKA N-21°57'34.70"

BH ID:JS-8 E-69°17'32.20"

From Litholog To Lab Ref. No. SiO; ALO; Fe,0, TiO, CaO MgO Na,0 K,0 SO, LOI RL (m)-37
[ 0 0 0.5 i i
— Lithological Index
L 05 1
— 1
L Soil
[ 1 2 C/S/23-24/1828 13.57 2631 2.68 2.5 21.75  0.23 0 0.26 0.06 0.8 E Sludge
-, [] cray
— E%Ei Laterite
— 2 286C/S/23-24/1829 17.69 28.92 2296 2.06 7.74 0.1 0 009 006 0727 [ ] Limestone (Blendable Grade)
— 3 286 3 E Cement Grade Limestone
— E Marl
: 3 4.5
— 4
N 4.5 ""a*sisia%% 4.84C/S/23-24/1830 13.75 27.94 24.71 2.38 752  0.12 0 0.04 0.05 0.769

5 4.84 5
— 6 s 7
— 7
— 7 BEEEEEEEE 73(/S/23-24/1831 18.47 27.06 11.61 217 1323 0.23 0.2 0.2 0.06 0.755
— 73 747
| g v 8.28C/S/23-24/1832 26.3 26.93 269 1.43 379 0.14 0.13 0.03 0.05 0.625
* 8.28 9
— 9
[ 9 10 C/S/23-24/1833 32.58 31.02 19.48 1.31 195 0.12 0.1 0.03 0.04 0.519
— 10
[ 10 11 C/S/23-24/1834 33.72 31.55 1943 1.5 0.78 0.12 0.11  0.02 0 0.533
— 11
[ 11 12 C/S/23-24/1835 36.54 32.43 16.18 1.4 0.38 0.15 0.11  0.02 0.03 0.533
— 12
[ 12 13 C/S/23-24/1836 34.87 30.61 19.13 1.56 0.28 0.14 0 0.02 0.02 0.548
— 13
[ 13 14 C/S/23-24/1837 32.44 29.78 19.52 1.3 212 0.15 0.12 0.02 0.03 0.588
— 14
[ 14 15 C/S/23-24/1838 34.95 31.77 17.57 1.55 0.72 0.14 0.13  0.02 0 0.556
— 15
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GRAPHIC LITHOLOG OF THE
JODHPUR-SATAPAR BLOCK, DEVBHUMI DWARKA N-21°57'34.70"

BH ID:JS-9 E-69°18/01.20"

From Litholog To Lab Ref. No. Si0, ALO; Fe,0; TiO, CaO MgO Na,0 K,0 SO, LOI RL (m)'37
" Lithological Index
127C/S/23-24/1949 5.17 235 749 026 44.89 0.51 012 02 0.14 0.909
Soil
: e 1S B Siudge
s L5 2 C/S/23-24/1950 47.26 19 1245 1.57 4.07 139 0.87 157 1.08 0.816 D Clay
@ Laterite
2 3 C/S/23-24/1951 4537 17.19 16.94 1.56 456 1.34 095 142 1.08 0.93 I:l Limestone (Blendable Grade)
3 @ Cement Grade Limestone
E Marl
3 4 C/S/23-24/1952 57.97 18.86 9.68 1.45 1.22 1.3 1.02 178 04 0.952
4
4 5 C/S/23-24/1953 57.12 17.55 11.28 1.5 1.4 1.32 095 1.79 0 0.952
5
5 6 C/S/23-24/1954 52.42 19.49 1236 1.75 0.91 1.4 1.1 1.86 0.44 0.87
6
6 e 7 C/S/23-24/1955 48.15 21.75 11.95 1.29 1.05 1.46 1.06 1.84 1.18 0.769
7
7 8 C/S/23-24/1956 48.87 20.87 10.77 1.32 0.78 1.51 1.1 229 186 0.8
8
8 9 C/S/23-24/1957 41.32 16.96 16.24 1.08 334 136 1.05 216 455 0.755
9
9 10 C/S/23-24/1958 32.94 14.71 16.47 0.84 948 1.35 099 193 6.25 0.702
10
10 11 C/S/23-24/1959 29.17 14.21 14.24 0.75 16.38 1.63 086 195 098 0.625
11
11 12 C/S/23-24/1960 37.19 143 8.6 1.04 1556 1.7 0.82 247 029 0.667
12
12 13 C/S/23-24/1961 39.63 14.86 8.6 1.07 1426 1.72 092 246 0 0.69
13
13 14 C/S/23-24/1962 40.72 14.21 7.84 1.02 1425 1.84 098 248 0.2 0.635
4
14 15 C/S/23-24/1963 27.46 10.62 7.28 0.82 25.08 1.59 0.74 1.75 0.26 0.645

15 _—
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